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with Specifications (incorporated by 
reference; see § 86.1). The rounded emis-
sion values may not exceed the stand-
ard (or the family particulate emission 
limit, as appropriate). Fleet average 
NMOG value calculations shall be 
rounded to four significant figures in 
accordance with the Rounding-Off 
Method specified in ASTM E 29–90, 
Standard Practice for Using Signifi-
cant Digits in Test Data to Determine 
Conformance with Specifications (in-
corporated by reference; see § 86.1) be-
fore comparing with fleet average 
NMOG requirements. 

(2) [Reserved] 
(h) The provisions of § 86.094–28(b) and 

subsequent model year provisions do 
not apply to this subpart. 

[62 FR 31242, June 6, 1997. Redesignated at 63 
FR 987, Jan. 7, 1998] 

§§ 86.1729–99—86.1733–99 [Reserved] 

§ 86.1734–01 [Reserved] 

§ 86.1734–99 Alternative procedure for 
notification of additions and 
changes. 

The provisions of § 86.082–34 and sub-
sequent model year provisions apply to 
this subpart, with the following excep-
tions and additions: 

(a) The provisions of § 86.082–34(a) and 
subsequent model year provisions 
apply to this subpart, with the fol-
lowing addition: 

(1) A manufacturer must notify the 
Administrator within 10 working days 
of making an addition of a vehicle to a 
certified engine family or a change in a 
vehicle previously covered by certifi-
cation. The manufacturer shall also 
submit, upon request of the Adminis-
trator, the following items: 

(i) service bulletin; 
(ii) driveability statement; 
(iii) test log; 
(iv) maintenance log. 
(2) All running changes and field fixes 

that do not adversely affect the system 
durability are deemed approved unless 
disapproved by the Administrator 
within 30 days of the receipt of the run-
ning change or field fix request. A 
change not specifically identified in 
the manufacturer’s application must 
also be reported to the Administrator 
if the change may adversely affect en-
gine or emission control system dura-

bility. Examples of such changes in-
clude any change that could affect du-
rability, thermal characteristics, de-
posit formation, or exhaust product 
composition, i.e., combustion chamber 
design, cylinder head material, cam-
shaft profile, computer modifications, 
turbocharger, intercooler wastegate 
characteristics, and transmission or 
torque converter specifications. The 
manufacturer is required to update and 
submit to the Administrator the ‘‘sup-
plemental data sheet’’ for all running 
changes and field fixes implemented 
with the change notification. The man-
ufacturer shall submit, on a monthly 
basis, by engine family, a list of run-
ning changes/field fixes giving the doc-
ument number date submitted and a 
brief description of the change. 

(b) [Reserved] 

[62 FR 31242, June 6, 1997. Redesignated at 63 
FR 987, Jan. 7, 1998] 

§ 86.1735–01 Labeling. 
The following requirements shall 

apply to TLEVs, LEVs, ULEVs, and 
ZEVs certified under the provisions of 
this subpart: 

(a) The requirements in § 86.1807–01 
and subsequent model year provisions 
do not apply to this section. 

(b) The requirements in Chapter 7 of 
the California Regulatory Require-
ments Applicable to the National Low 
Emission Vehicle Program (October, 
1996) shall apply. These requirements 
are incorporated by reference (see 
§ 86.1). 

[64 FR 23924, May 4, 1999] 

§ 86.1735–99 Labeling. 
The following requirements shall 

apply to TLEVs, LEVs, ULEVs, and 
ZEVs certified under the provisions of 
this subpart: 

(a) The requirements in § 86.096–35 
and subsequent model year provisions 
do not apply to this section. 

(b) The requirements in Chapter 7 of 
the California Regulatory Require-
ments Applicable to the National Low 
Emission Vehicle Program (October, 
1996) shall apply. These requirements 
are incorporated by reference (see 
§ 86.1). 

[62 FR 31242, June 6, 1997. Redesignated at 63 
FR 987, Jan. 7, 1998] 
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